
Technical Specifications for Incubator (f/y-082/83)

Purchaser’s Specifications

Yes/No Bidders Offer, 

deviation if 

any/ Remarks

1 Baby Incubator

2 Manufacturer

3 Brand

4 Type / Model

5 Country of Origin

6 Description of Function

An infant incubator provides a closed, controlled 

environment that warms an infant by circulating heated air 

over the skin. The heat is then absorbed into the body by 

tissue conduction and blood convection. Ideally, both the 

skin and core temperatures must be maintained with only 

minor variations.

7 Operational Requirements

High quality incubator with humidity and servo 

controlled double walled cabinet. The quality of the 

material shall be very high and crystal transparent

8 System Configuration

The system Composed of portable incubator with lock 

and a display unit to set a parameter.

9 Technical Specifications

a) The system should have stand mounted of the incubator and 

provisions for rails to keep the peripherals 

b) It should have servo controlled and manual temperature. 

- Skin and Air temperature servo control – approx. 35-42C

 - Skin and Air temperature air control- approx. 20-40 c.

c) Should have LED/LCD display control panel and the skin 

temperature of infant and incubator temperature 

can be controlled and display in the LED/ LCD control. 

d) Alarms: 

a. High Temperature 

b. Set Temperature 

c. Skin Temperature probe 

d. Humidity sensor 

e. Low water level sensor 

f. No water ,etc

e) Shall have oxygen port and connection pipe line with 

hospital compatible connector. 

f) It should have Oxygen control & real time % display. 

g) It should have humidity control & weighting scale display 

h) It should have at least four access doors and removable 

access grommets. 

i) The hood of the incubator should be transparent for 

visibility.

j) Air velocity less than 12 cm/sec  with in innerwall 

Bidder’s 

Compliance Sheet

Baby Incubator



k) Mattress must be approx. 4 cm thick and easy washable 

l) The tilting angel should be approx. 8-12 degrees.

m) The components of the incubator can be detached and clean 

easily such as, filters, humidity chambers. 

n) The incubator should come with cabinet stand with door and 

lockable 4 wheels. 

o) Facility to take x-ray without removing baby 

p) Less operating noise level 

q) Should come with IV pole, and appropriate drawer at least 

one in number. 

r) Should come with infusion and syringe holder.

12 Accessories, spares and consumables

14.0

All standard accessories, consumables and parts required to operate the equipment, 

including all standard tools and cleaning and lubrication materials, to be included in 

the offer. Bidders must specify the quantity of every item included in their offer 

(including items not specified above).

15 Operating Environment

a)

The product offered shall be designed to be stored and to operate normally under the 

conditions of the purchaser's country. The conditions include Power Supply, Climate, 

Temperature, Humidity.

b)
Power supply: 220 - 240 VAC, 50Hz fitted with appropriate plug. The power cable 

must be approx. 3 metre in length.

16 Standards and Safety Requirements

a) Must submit ISO13485:2003/AC:2007 for Medical Devices

b)  CE (93/42 EEC Directives) or  USFDA approved product certificate .

17 User Training

a) Must provide user training (including how to use and maintain the equipment).

18 Warranty

a)  Warranty for 2 years 

19 Maintenance Service During Warranty Period

a)
During warranty period supplier must ensure preventive maintenance and 

corrective/breakdown maintenance whenever required.

20 Installation and Commissioning

a)

The bidder must arrange for the equipment to be installed and commissioned by 

certified or qualified personnel; any prerequisites for installation to be communicated 

to the purchaser in advance, in detail.

21 Documentation

a) User (Operating) manual in English.

b) Service (Technical / Maintenance) manual in English.








